
C.S.T., PATHWAY SYSTEM
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SYSTEM INSTALLED
WITH CONTROL
WIRES AND COMMON.
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MASTER VALVE FLOW
SENSOR AND ZONE1
NOW RUN OFF
EXISTING ZONE1
VALVE WIRES.

MV C12 34
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TEL: + 508-763-8100

C.S.T. - PATHWAY SYSTEM INSTALLED
TYPICAL IRRIGATION CONTROLLER WIRING

TO 120V SUPPLY

NOTE:
CONTROLLER MUST
HAVE BOTH FLOW
SENSOR AND MASTER
VALVE OPTIONS AND
BE CAPABLE OF
OPERATING A
MINIMUM OF 3 VALVES
SIMULTANEOUSLY.
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NOTE:
"P" = SECONDARY 24V POWER SOURCE FOR
CONTROL MODULE FROM CONTROLLER.

"F" = FLOW SENSOR CONNECTIONS 1 & 2.

"MV" = MASTER VALVE CONTROLLER CONNECTION.
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CONTROLLER MODULE PT. # PWY- 400-COO
FIELD MODULE PT. # PWY- 400-FOO
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MASTER VALVE FLOW
SENSOR AND ZONE1
NOW RUN OFF
EXISTING ZONE1
VALVE WIRES.F F MV C12 34

NOTE:
SECONDARY 24V POWER SUPPLY FOR CONTROL
MODULE FROM 24V TRANSFORMER.

"F" = FLOW SENSOR CONNECTIONS 1 & 2.

"MV" = MASTER VALVE CONTROLLER CONNECTION.
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FIELD MODULE CONNECTIONS
1 BLUE ZONE VALVE "POWER" WIRE LEAD FROM CONTROLLER
2 PURPLE VALVE "COMMON" WIRE LEAD FROM CONTROLLER
3 ORANGE HOST VALVE SOLENOID WIRE LEAD
4 WHITE HOST VALVE SOLENOID WIRE LEAD
5 BROWN MASTER VALVE SOLENOID WIRE LEAD
6 WHITE MASTER VALVE SOLENOID WIRE LEAD
7 RED FLOW SENSOR "RED" WIRE LEAD (+)
8 BLACK FLOW SENSOR "RED" WIRE LEAD (-)

CONTROLLER MODULE (CM) CONNECTIONS
1 SENSOR+ FLOW SENSOR (+) TERMINAL OR WIRE LEAD OF IRRIGATION CONTROLLER
2 SENSOR - FLOW SENSOR (-) TERMINAL OR WIRE LEAD OF IRRIGATION CONTROLLER
3 MASTER VALVE "L" MASTER VALVE TERMINAL OF IRRIGATION CONTROLLER

4 MASTER VALVE "C" IRRIGATION CONTROLLER'S "COMMON" WIRE TERMINAL WITH FIELD COMMON
WIRES CONNECTED

5a ZONE VALVE "L" "HOST" ZONE VALVE TERMINAL OF IRRIGATION CONTROLLER ONLY

5b ZONE VALVE "C" IRRIGATION CONTROLLER'S "COMMON" WIRE TERMINAL WITH FIELD COMMON
WIRES CONNECTED

6 NETWORK "L" POWER WIRE TO THE HOST VALVE DISCONNECTED FROM THE
CORRESPONDING CONTROLLER ZONE VALVE TERMINAL

7 NETWORK "C" CONNECT WITH JUMPER WIRE TO ZONE VALVE "C" TERMINAL OF THIS
MODULE

8 POWER "L" 24V POWER - FROM SEPARATE POWER SUPPLY "L"
9 POWER "C" 24V POWER - FROM SEPARATE POWER SUPPLY "C"

24V

TO 120V SUPPLY
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TEL: + 508-763-8100

C.S.T. PATHWAY - USING SEPARATE 24V POWER SUPPLY
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NOTE:
CONTROLLER MUST
HAVE FLOW SENSOR
& MASTER VALVE
OPTIONS. THE 24 V
EXTERNAL POWER
SUPPLY WILL SUPPLY
POWER TO MASTER
VALVE AND FLOW
SENSOR.

R
O

AD
C

R
O

SS
IN

G

SI
D

EW
AL

K

1 2 3 4

8 7 6 53

12
6

7

10

8

9

P.O.C.

CONTROLLER MODULE PT. # PWY- 400-COO
FIELD MODULE PT. # PWY- 400-FOO
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C.S.T. PATHWAY - USING SEPARATE 24V POWER SUPPLY 13 13
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C.S.T., PATHWAY POWERED BY 24V POWER SUPPLY

4
MASTER VALVE FLOW
SENSOR AND ZONE1
NOW RUN OFF
EXISTING ZONE1
VALVE WIRES.

2 34

FIELD MODULE CONNECTIONS
1 BLUE ZONE VALVE "POWER" WIRE LEAD FROM CONTROLLER
2 PURPLE VALVE "COMMON" WIRE LEAD FROM CONTROLLER
3 ORANGE HOST VALVE SOLENOID WIRE LEAD
4 WHITE HOST VALVE SOLENOID WIRE LEAD
5 BROWN MASTER VALVE SOLENOID WIRE LEAD
6 WHITE MASTER VALVE SOLENOID WIRE LEAD
7 RED FLOW SENSOR "RED" WIRE LEAD (+)
8 BLACK FLOW SENSOR "RED" WIRE LEAD (-)

CONTROLLER MODULE (CM) CONNECTIONS
1 SENSOR + FLOW SENSOR PLUS (+) TERMINAL OF IRRIGATION CONTROLLER
2 SENSOR - FLOW SENSOR MINUS (-) TERMINAL OF IRRIGATION CONTROLLER
3 MASTER VALVE "L" MASTER VALVE TERMINAL OF IRRIGATION CONTROLLER

4 MASTER VALVE "C" IRRIGATION CONTROLLER "COMMON" WIRE TERMINAL WITH FIELD COMMON
WIRES CONNECTED

5a ZONE VALVE "L" "HOST" ZONE VALVE TERMINAL OF IRRIGATION CONTROLLER ONLY

5b ZONE VALVE "C"
IRRIGATION CONTROLLER'S COMMON WIRE TERMINAL WITH FIELD COMMON
WIRES CONNECTED OR JUMPER TO MV C (4)

6 NETWORK "L" POWER WIRE TO THE HOST VALVE DISCONNECTED FROM THE CORRESPONDING
CONTROLLER ZONE VALVE TERMINAL

7 NETWORK "C" NOT CONNECTED

8 POWER "L" 24 VAC POWER FROM THE CONTROLLER'S AUXILLARY POWER LOAD OR "HOT"
TERMINAL

9 POWER "C" 24 VAC POWER FROM THE CONTROLLER'S AUXILLARY POWER COMMON
TERMINAL

TO 120V SUPPLY

TEL: + 508-763-8100

C.S.T. - PATHWAY- POWERED BY 24V POWER SUPPLY FROM CONTROLLER

NOTE:
CONTROLLER MUST
HAVE BOTH FLOW
SENSOR AND MASTER
VALVE OPTIONS AND
BE CAPABLE OF
OPERATING A
MINIMUM OF 3 VALVES
SIMULTANEOUSLY.
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NOTE:
"P" = SECONDARY 24V POWER SOURCE FOR
CONTROL MODULE FROM CONTROLLER.

"F" = FLOW SENSOR CONNECTIONS 1 & 2.

"MV" = MASTER VALVE CONTROLLER CONNECTION.
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